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Description: 
AQUENCE GA 3788 is a waterborne high viscosity resin emulsion type adhesive designed for bonding papers and films used in 
the bookbinding and packaging industries. This adhesive displays instant aggressive tack, fast drying and excellent specific 
adhesion. 
 

Typical Properties: 
Appearance:     White 
Odour:      Low 
Viscosity:     Approx. 20000 cP @ 23°C 
Solids:      Approx. 54 % 
pH:      Approx. 5.0 
 

Directions for Use: 
AQUENCE GA 3788 is designed as a multi-purpose bookbinding adhesive for applications such as perfect binding, flexiback 
binding, backstripping, spine coating, tipping and padding. AQUENCE GA 3788 is excellent for perfect binding in Mueller, Sulby, 
Martini and Meada binders. Its aggressive tack allows positive pickup of the book covers and books may be taken direct from the 
machine for stacking. Alternatively using high frequency or microwave drying, the books may be guillotined directly after they 
have cooled down. AQUENCE GA 3788 gives positive adhesion to paper stocks including gloss art paper as well vinyl films. The 
adhesive film is permanently flexible and has full stress recovery. Books will open out "flat". With "flexiback" binding and for 
backstripping, 3788 gives instant grab, thus eliminating tape slip. With its fast drying properties AQUENCE GA 3788 is ideally 
suitable for spine coating in Crawley and Sulby machines. With infra-red forced drying, books may be shaped directly after they 
have cooled down. It has also proved most suitable for end tipping, case making by hand, padding and as a general purpose 
adhesive used as is or diluted to a free flowing viscosity for carton side seaming as well, without losing its adhesive power. 
 

Clean Up: 
With water whilst wet. 
 

Storage and Handling: 
Please read the Material Safety Data Sheet for this product BEFORE use. 
Product should be stored between 5°C and 30°C on a wooden pallet and kept from freezing. Use strict stock rotation practices 
using the oldest batches first. Keep covered when not in use to prevent contamination and drying out. Do not mix with other 
adhesives. Please ensure that products classed as a dangerous good are stored in compliance with the applicable regulations. 
 

Shelf Life: 
Best used within 12 months from date of manufacture when stored under the above conditions in the original unopened 
containers. 
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DISCLAIMER 

Any information given is, to the best of our knowledge, the best currently available, with respect to our products and their use, but 
it is subject to revision as additional knowledge and experience is gained. Such information is offered as a guideline for 
experimentation only and is not to be construed as a representation that the material is suitable for any particular purpose or use. 
Customers are encouraged to make their own enquiries as to the material's characteristics and, where appropriate, to conduct 
their own tests in the specific context of the material's intended use. This information is not a license to operate under nor is it 
intended to suggest infringement of any patent. We guarantee a uniform quality standard for this product. The only conditions and 
warranties accepted by Henkel in relation to this product or process are those implied by either Commonwealth or State statutes. 
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